The Snom DECT revolution

Snom’s DECT solutions mean you’re always contactable when moving around the workplace. The Snom family of IP-DECT systems and handsets ensure you never have to sacrifice functionality and quality for workplace mobility, while offering access to all the typical functions of your desk telephones.

The Snom IP-DECT systems can be installed quickly and scaled instantly while providing superb HD digital voice communication with call security and encryption. You always play it safe with Snom’s multi and single cell solutions.
**M90 Medical Handset**
- High resolution TFT colour display
- Wideband speakerphone
- Configurable to M300, M700 and M900
- Robust, shockproof design (MIL-STD-810g 516.6)
- DECT device according to protection class IP65
- Bluetooth | Integrated alarm key
- Belt clip | Headset jack
- Antibacterial surface

**M80 Professional Handset**
- High resolution TFT colour display
- Wideband speakerphone
- Configurable to M300, M700 and M900
- Robust, shockproof design (MIL-STD-810g 516.6)
- DECT device according to protection class IP65
- Bluetooth | Integrated alarm key
- Belt clip | Headset jack

**M70 Office Handset**
- High resolution TFT colour display
- Wideband speakerphone
- Configurable to M300, M700 and M900
- Robust, shockproof design (MIL-STD-810g 516.6)
- Bluetooth | Integrated alarm key
- Belt clip | Headset jack

**M85 Industrial Handset**
- Ruggedized IP65 DECT handset
- Alarm features to increase safety
- Shockproof, splash-proof, dust-proof
- Suitable for outdoor areas
- Programmable alarm key
- Configurable to M300, M700 and M900
- Pull-cord, man-down alarm
- Vibration alert | Bluetooth-compatible
- Belt clip | Headset jack

**M65 Professional Handset**
- High resolution TFT colour display
- Wideband speakerphone
- Configurable to M300, M700 and M900
- Up to 250 h standby
- Local & shared address book
- Headset jack
- SW upgrade over-the-air
- Vibration alert, belt clip

**M25 Office Handset**
- Speakerphone | DECT encryption
- Configurable to M300, M700 and M900
- Up to 75 h standby
- Intuitive user interface | Headset jack
- SW upgrade over-the-air
<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
</tr>
</thead>
</table>
| M900 Base Station | Scalable on up to 4000 base stations  
Up to 16000 handsets per installation  
PoE compatible  
Supports Bluetooth Beacons  
DECT and LAN synchronisation  
Integrated DECT manager  
No licensing costs  
Supports TLS |
| M325 DECT Single Cell Bundle | M300 base station & M25 handset bundle  
Up to 20 handsets  
Up to 5 parallel calls  
Repeater support | Snom provisioning  
Security (TLS and SRTP) |
| M700 Multicell Base Station | Scalable up to 254 base stations  
Up to 1000 handsets per installation  
Wideband audio | Over-the-air synchronization  
Repeater support | Snom provisioning  
No hidden costs for licenses  
No DECT manager required |
M15 SC
1.7” graphical display
Up to 7 hours talk-time
Up to 7 days standby
Illuminated keypad
Integrated belt clip
Works with M200 SC and M400 SC

M200 SC
Single-cell base station for up to 6 handsets
Up to 4 parallel calls
Wideband audio codecs
Snom redirection service
PoE enabled
GAP compatible

M215 SC
Universal DECT-bundle
Up to 6 handsets
Integrated belt clip
GAP compatible